
A small housing addition Nill usuall~ require the submission of the folloNing draNings. All draNings must be 
accurate!~ draHn to scale, ln lnk. If the draHings are prepared b~ someone other than the 0Hner 1 the 
designer must have the qualifications specified in the building c.ocle. 

SITE PLAN 


A SITE PLAN is a draNing shoNing the complete propert~ and identif~ing all structures in relation to the 
propert~ boundaries. A propert~ surve~ is commonl~ used as a template for developing the site plan. 
The site plan should include, 

• Sc.ale 

• North arroH 

• Street loc.ation 4 name 

• Lot lines .$. dimensions to all buildings 

• Existing 4 proposed buildings 

• Proposed changes to existing grade 

FLOOR PLANS 


A FLOOR PLAN is a draNing of the structure as seen as if it is cut horizontal I~ a feN feet above the 
Floor line. One floor plan is required For ever~ floor of the house Hhich is affected b~ the neH 
c.onstruc.tion. Each plan shcn·-.is the inter-ior la~out of the level in question as v,1ell as providing the 
5tructural framing information for the floor or roof above. Floor plan5 5hould include, 

• Scale 

• Use of rooms 4 spoces (lobel) 

• Dimensions 

• Extent of neH con5truc.tion including neH Hork Hithin exi5ting building 

• Size, t~pe and location of exterior and interior Halls and partitions 

• rlidths, locations and lintel sizes of all openings 

• Loc.cition/ dimen5ion5 and direction of 5tair5 

• References to detailed draHings 

• Hcitericil 5pec.ific.cition5 or note5 

• Heating and ventilation details 

• Location of smoke alarms and carbon monoxide detectors 

ELEVATIONS 


ELEVATIONS shoH the exterior vieH of each side of the house. Each elevation is identified b~ the 
direction it is facing, and should include, 

• Sc.ale 

• Extent of neH 4 existing construction 

• Dimensions of Halls, r1indor1s 4 doors 

• 6rade level 

• Exterior Hall cladding, finishes 4 flashing 

• Overhang dimensions 

• Roof shape, slope 4 finish 

• Rain Hater leader- 4 eavestrough 

SECTIONS and DETAILS 

A SECTION represents a vieH of the house along an imaginar~ line at a particular location/ 4 illustrates 
construction details. The extent of the section should correspond Hith the sectional arroH shor1n on 
the plans. Sections should indicate the follor1in9, 

• Scale 

• Details of footings/ Foundations/ Halls, floors 4 the roof 

• Distance From grade to floor 4 underside of footing 

• Attic 4 c.raHI 5pcic.e ventilation 

Some aspects of the project ma~ require some specific details, such as engineered roof truss draHings. 
An inventor~ of stc::::1ndc:1rd construction detc:1ils is c:1vc:1ilc:1ble from ~our locc:11 municipc:11 office/ Hhich cc:1n be 
used to augment ~our plans. 
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