
CONSTRUCTION SPECIFICATIONS 
 

(i)BRICK VENEER V'IALL @ ROOF VENTILATION @ 	 EXISTING SOLID HASONRY 
EXTERIOR HALL TO RENAIN 

C!Omm FACE BRICK, 25mm AIR SPACE 1,300 OF THE INSULATED GEILIN6 
0.16mm THICK x 22mm HIDE AREA UNIFORHLY DISTRIBUTED. @ 	 l'Bmm DIA. PIPE GOLUHN 0V 
6ALVANIZED HETAL TIES IOOmmxlOOmmx6.35mm 
INSTALLED 0V GALVANIZED TOP $ BOTTON PLATE @ 	 EAVES PROTECTION SPIRAL NAILS OR SGREHS 
 lmxlmx450mm CONCRETE FOOTING 
400mm O.C. HORIZ., 600mm O.C. VERT. 
 EAVES PROTECTION MEHBRANE TO 
Al R BARRI ER, LAYERS EXTEND FRON THE ED6E OF THE EXISTING FLOOR STRUCTURE <23> TO OVERLAP EACH OTHER ROOF, CJOOmm UP THE SLOPE BUT NOT TO REHAIN. 
EXTERIOR TYPE SHEATHIN6 LESS THAN 500mm BEYOND THE 
38xl40 V'IOOD SllJDS @ 400mm O G INTERIOR FACE OF THE EXTERIOR r!ALL @ 	 EXISTING CEILING STRUCTURE 
RSI 4.23 BATT INSUL. IN CONTINUOUS 
 TO REHAIN. 
CONTACT HI EXTERIOR SHEATHING 
 § 	 CEILING CONSTRUCTION CONTINUOUS AIR I VAPOUR BARRIER @ 	 REHOVE EXISTING EXTERIOR Y'I.A.LL 
12.1mm INTERIOR DRYV"lf\LL FINISH 15.'imm INTERIOR DRYV'IALL FINISH AS SHOrlN DOTTED 
DOUBLE FLATE @ TOP CONTINUOUS AIR I VAPOUR BARRIER 
SOLE PLATE @ BOTTON rV MINIMUM RSI 8.81 BATT INSULATION @ 	 RENOVE EXISTING INTERIOR STUD 

PARTITIONS AS SHOrlN DOTTED 
@FOUNDATION V'IALL @ FLOOR CONSTRUCTION @ 	 REHOVE EXISTING ROOF OVERHANG 

BITUHINOUS DAHPPROOFING ON AS SHOrlN DOTTED 
HINIMUH 0mm PAR6IN6 ON 

15.5mm T .$ 6 PLYr!OOD SUBFLOOR 
38xl84 FLOOR JOISTS @ 400mm 0/G. CONCRETE BLOCK FDN. Y'I.A.LL <8> 	 RENOVE EXISTING FOUNDATION HALL FLOOR JOISTS BRID6ED V'l/ TOP BLOCK COURSE FILLED AS SHOrlN DOTTED CONTINUOUS 1'1mmx64mm STRAPPING HI HORTAR OR CONCRETE 
OR 2 	 ROV'lS OF 38mmx38mm GROSS PROVIDE PARGING COVED OVER RENOVE EXISTING r!INDOV'l $ BRID6IN6 OR SOLID BLOCKING § 	 FRANE 

450mmxl50mm POURED GONG. FOOTING HAKE GOOD OPENING 0V BRICK TO 
TO BEAR ON UNDISTURBED SOIL HATC.H EXISTING ON THE EXTERIOR 
PROVIDE DRAINA6E LAYER @ INTERIOR STUD PARTITION 
- HIN. l'imm HINERAL FIBRE @ 	 INSTALL A CARBON HONOXIDE 

12.1mm DRYr!ALL FINISH BOTH SIDES OF INSULATION rl/ A DENSITY OF DETECTOR CONFORHING TO 38x8'1 r!OOD STUDS @ 400mm 0/C 
NOT LESS THAN 5lkg/m3. OR C.AN/CGA-6.1'1 OR UL 2034 2 TOP PLATES of: I BOTTON PLATE 

- MIN. 100mm OF FREE DRAININ6 
PROVIDE REINFORGEHENT FOR FUTURE 

6RANULAR HATERIAL OR 6RAB BAR INSTALLATION IN BATHROOM 
- A B.H.E.C. APPROVED 

DRAINA6E LAYER HATERIAL @ MECHANICAL VENTILATION 
@BRICK VENEER@ FDN. V'IALL PROVIDE HIN. 50 L/5 IN KITCHENS 

0.5mm POLY FLASHING NINI NUN AND BATHROOHS, 07.5 L/S FOR 

150mm UP BEHIND SHEATHING PAPER PRINCIPAL EXHAUST FAN 
 
r!EEP HOLES @ HIN. 800mm APART 
 

0GRADE 	 @ STAIRS INTERIOR/EXTERIOR 
SLOPE GRADE AY'I.A.Y FRON HAXIHUH RISE a 200mm 
 
BUILDING FACE $ PROVIDE HINIHUH RISE a 125mm 
 
SEHi-SOLiD BLOCK COURSE HINIHUH RUN a 210mm 
 
AT OR BELOV'l GRADE LEVEL HAXIHUH RUN a 055mm
 

HINIHUH TREAD a 235mm 
HAXIHUN TREAD a 355mm 
NAXIHUN NOSING a 25mm 

38xl40 SILL PLATE FASTENED 

@SILL PLATE 
HINIHUH r!IDTH a 860mm 

TO FOUNDATION rlf'.>,,LL r!ITH HINIHUH HEADROOH a 1'150mm 
HIN. 12.7mm DIA. ANCHOR BOLTS 
 
EHBEDDED HIN. 100mm IN CONCRETE 
 @ 	 GUARDS 
@ 2400mm 0/C. HAX. $ PROVIDE A 
CONTINUOUS AIR BARRIER BETV'IEEN INTERIOR LANDINGS a '100mm 
THE FOUNDATION r!ALL i HOOD EXTERIOR BALCONY a 1070mm 
FRA.HE CONSTRUCTION INTERIOR STAIRS a '100mm 

EXTERIOR STAIRS a '100mm 
@FLOOR INSULATION HAX. BETHEEN PICKETS <IOOmm a 

GUARD HEIGHT IF 
 

RSI 5.46 BATT INSULATION, EXTEND 
 
CONTINUOUS HEADER JOIST r!ITH 

DECK TO GRADE IS: 
VAPOUR I AIR BARRIER $ SEAL GREATER THAN 1800mm = 1010mm 
TO JOIST AND SUBFLOOR 1800mm OR LESS = '100mm 

NO HENBER OR A TTACHNENT 
BETV'IEEN 140mm i '100mm HIGH 
SHALL FACILITATE CLIHBING 

12.7mm INTERIOR DRYHALL FINISH 
38x8'1 r!OOD STRAPPING @ 400mm 0/C. hQ\ ATTIC ACCESS 
HIN. RSI 'B.52 INSULATION rl/ 0.15mm POLY~ 
VAPOUR BARRIER FULL HEIGHT PROVIDE ATTIC ACCESS 
HOISTURE BARRIER TO HEIGHT OF NIN. 545mmx588mm H/ INSULATION 
EXTERI OR GRADE BETV'IEEN i V'IEATHER STRIPPING 
FOUNDATION r!ALL i HOOD FRANING 

0) FOUNDATION INSULATION 

@PIERS 
@ BASEMENT SLAB 

PROVIDE 200mm DIA. SONO TUBE 
75mm POURED CONCRETE SLAB FOR POURED CONCRETE PIERS 
(25 HPa CONC.. STRENGTH) NINIHUN 1200mm BELOV'l GRADE 
100mm CRUSHED STONE BELOV'l 

@DRAINAGE 
100mm DIA. V'IEEPING TILE 0V 
 
150mm CRUSHED STONE COVER 
 

@ROOF CONSTRUCTION 
20 YEAR ASPHALT SHINGLES H/ 
 
EAVES PROTECTION ON HIN '1.5mm 
 
EXTERIOR PLYr!OOD SHEATHING 
 
ON APPROVED ROOF TRUSSES OR 
 
CONVENTIONAL FRAHING (SEE PLANS) 
 
USE 'H' CLIPS IF 600mm O.C. SPACING 
 

@ OVERHANG CONSTRUCTION 
PREFINISHED ALUHINUH FASCIA, 
 
EAVESTROUGH $ RA.IN HATER LEADERS 
 
TO HATCH EXISTING FINISHES PROVIDE 
 
DRIP EDGE AT FASCIA $ VENTED SOFFIT 
 
EXTEND DOV'INSPOUTS TO GRADE LEVEL 
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