
ROOF RAFTERS (FLAT ROOF - Y'IHERE NO CEILING 15 INSTALLED) 


MAXIMUM CLEAR SPAN (M) 

RAFTER 
SIZE 

ROOF SNOY'i LOAD I.OkPa ROOF SNOY'i LOAD I.5kPa 

RAFTER SPACING (mm) O.C. RAFTER SPACING (mm) O.C. 

:300 400 bOO :300 400 bOO 

:38x8~ 5.11 2.85 2.41 2.12 2.41 2.16 

:38xl40 4.'10 4.45 5.8'1 4.28 5.8'1 5.40 

:38xl84 6.44 5.85 5.11 5.62 5.11 4.41 

:38x2:35 8.22 1.41 6.58 1.18 6.52 5.5'1 

ROOF JOISTS (FLAT ROOF - Y'IHERE CEILING 15 INSTALLED) 


MAXIMUM CLEAR SPAN (M) 


ROOF SNOY'i LOAD I.OkPa 
JOIST 

JOIST SPACING (mm) O.C.SIZE 
:300 

5.8'1:38xl40 

5.11:38xl84 

6.52:38x2:35 

1.'14:38x28b 

400 


5.55 

4.64 

5.'15 

1.21 

bOO 

5.08 

4.05 

5.18 

b.50 

ROOF SNOY'i LOAD l.5kPa 

JOIST SPACING (mm) O.C. 

:300 


5.40 

4.46 

5.10 

6.'14 

400 bOO 

5.08 2.6'1 

4.05 5.54 

5.18 4.52 

b.50 5.50 

LINTELS 


LINTELS FOR 
Y'IOOD FRAMING 

DOOR 
NOTY'IIDTH 
SUFPORTIN5 
THE ROOF 

5UFFORTIN5 
THE 
ROOF 

UP TO 
2/58xl845000mm 2/58x286 

2/58xl84 + 
AN5LE 125x'!Ox8 

2/58x28b + 
AN5LE 125x'!Ox8 

2 AN5LES 
150xlOOxlO 

~150x.22 + 
PLATE 200xl0 

UP TO 
2/58x286 

4/58X286 OR 
2- 45x500 Y't.200x.21 + "'""200x.2i + MUST BE MUST BE 

4~00mm l.'IE LVL PLATE 200xl0 PLATE 200xl0 DESl5NED DESl6NED 

GENERAL NOTES 
I. ALL LUNBER TO BE NO. 142 SPRUGE OR BETTER 

2. ALL PLYHOOD SHALL BE STANPED EXTERIOR GRADE 

3. ROOF LOAD DESIGN 1.0 kPa OR 1.5 kPa 

4. ALL FOOTINGS TO BEAR ON UNDISTURBED SOIL. 

5. IF GARAGE HALL IS LESS THAN 600mm TO THE PROPERTY LINE PROVIDE 
15.'::.Jmm TYPE 'X' DRYrlALL INTERIOR SHEATHING. NO V'IINDOHS ARE 
PERMITTED IN GARAGE HALLS LESS THAN 1200mm FROM PROPERTY LINE. 

6. FOR ONE STOREY HOOD FRAHE DETACHED GARAGES LESS THAN 55H2. 
AN ALTERNATE FOOTING HAY BE USED, SEE DETAIL SHEET G02c. 

1. GARAGE SLAB SHALL BE 32 Hpa GONGRETE 01/ 5% - 8% AIR ENTRAINMENT 
SLOPED TO DRAIN TO THE OUTSIDE. 

8. ROOF SHEATHING SHALL BE HIN. '1.5mm PLYHOOD PROVIDE 'H' CLIPS 
IF RAFTERS OR .JOISTS ARE SPACED 6REATER THAN 400mm O.G. 

'I. PROVIDE A LIGHT FIXTURE IN THE GARAGE. 

10. STEEL BEAHS TO BE SUPPORTED BY SOLID HASONRY (l'!Omm BEARING ON 
HASONRY OR 13mm DIA STEEL COLUHN). 

II. LINTELS AND BEAHS TO BE DESIGNED BY A QUALIFIED PERSON FOR 
SPANS GREATER THAN 4'100mm 

LINTELS FOR 
BRICK VENEER ~Omm 

NOT 
SUFPORTIN5 
THE ROOF 

5UFFORTIN5 
THE 
ROOF 

LINTELS FOR 
SOLID MASONRY 200mm 

NOT SUFFORTIN5 
SUFFORTIN5 THE 
THE ROOF ROOF 

TITLE DWG. NO. 

TACBOC DETACHED GAR.AGE G02b 
STANDARD DETAIL TABLES 4 NOTES 

2007 


