
2-2 V2" SCREWS® l,ACH PICKET 
TOP&BOTTOM 

CLIMBING 

® 4'-0' o.c. 

14' MAX. 

,. 

2- !l/11' DIA. THRU BOLTS 
C/1'11 V4' 0.0. WASHERS 
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2'x6" CONTINUOU~ CUARD 

DROPPED ~RAMING 
MEMBER INTO WHICH 
l,ACH STRINGER fl: 
END NAILED USING 9' 
NAILS MAX. 2'-11" 
BETWEEN STRINCER!: 

2'X4' WOOD BLOCKING 
® 4'.0" O.C. MIN. 
Bffi'l(EN STRINGER!: 
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GRADE 

9V4" MIN. 

MAX. 4" OPENING Bffi'l(EN 
PICKETli & NO MEMBER OR 
ATTACHMENT BETWEEN 
4' & 2'-11' SHALL ~ACILITATE 

MIN. 4'X4" WD, ~UPPOJlT~ 

+ 
+ 

2 V2' CORROSION 
RESISTANT SPIRAL 
NAILS OR SCREW!: 
TYPICAL 

21x61 HANDRAIL 

20 Jl!I. ~MING ANCHOR 
6 -1 V2' NAILS PER ANCHOR 

2'x6' CONTINUOUS GUARD SCREWED 
TO COLUMN WITH g - No. l?, g• ANO 
NAILED TO HANDRAIL AT 12' O.C. 

No. l?, 2112" SCREW TOP & BOTTOM 
® EACH PICl<ET 

MAX. 4' OPENING BETWEEN 
PICKET!i & NO MEMBER OR 
ATTACHMENT BETWEEN 
4' & 2'-11" SHALL ~ACILITATE 
CLIMBING 

MIN. 0'X6' WD. COLUMN MUST 
BE CONTINUOUS ~ROM PIER 
TO ROO~BEAM 

NOTES, 
1. PROVIDE AHANDRAIL ON STAIR!: I~ 

MORE THAN THREE RISERS. PROVIDE 

AGUARD ON BOTH SIDES IN ACCORDANCE 

WI DETAILS ABOVE WHERE THE STAIR!: 


• EXCEEDS 0 Rll:ER!:. 

- 2. GUARDS REQUIRED rnR DECKS AT 
2'-0' OR GREATER ABOVE GRADE 

9.STAIR!: WIOERTHAN 2'-11" 
REQUIRE INTERMEDIATE STRINGER 

Ot1P'11lioa ~ 
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